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Application Win Win 98 Win 98 Win Win Win  Novell web

95 FE* SE ME** NT4 2000 OS**

ASPEN v1 Yes Yes Yes ? No No - No
ISS 1 Yes Yes Yes ? No No - No
PIQ-1 Yes Yes Yes ? No No - No
CDLIS-1 Yes Yes Yes ? No No - No
Avalanche Yes Yes Yes ? No No - No
ASPEN v2 Yes Yes Yes ? Yes Yes | Yes No
ISS-2 Yes Yes Yes ? Yes Yes | Yes No
PIQ-2 Yes Yes Yes ? Yes Yes |- No
CDLIS-2 Yes Yes Yes ? Yes Yes |- No
Blizzard-2 Yes Yes Yes ? Yes Yes |- No
CAPRI Yes Yes Yes ? Yes Yes |- No
UFA Yes Yes Yes ? Yes Yes |- No
CaseRite 2 Yes Yes Yes ? Yes Yes |- No
CaseRite Il Yes Yes Yes ? Yes Yes |- No
ProVu Yes Yes Yes ? Yes Yes |- No
VUU Yes Yes Yes ? Yes Yes |- No
SAFETYNET Yes Yes Yes ? Yes Yes | Yes No
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SAFETYNET No No No ? Yes Yes | Yes No
2000
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NOTES:

* = Windows98 FE has known stability and communication problems. It is not
recommended for any FMCSA applications.

** = Windows ME testing has not yet been done on any FMCSA application.

*** = These applications can operate in client-server mode on a local area network.



